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TOP DYNAMIC 

MMDTA144DW-HAF 

PNP Silicon Epitaxial Planar Digital Transistor 

for switching and interface circuit and drivecircuit applications 

 

Features 

• Built-in bias resistors R1 and R2 

• Simplification of circuit design 

• Reduces number of components and board space 

• Halogen and Antimony Free(HAF), RoHS compliant 

 

 

 

 
Absolute Maximum Ratings at Ta = 25℃  

Parameter Symbol Value Unit 

Supply Voltage -VCC 50 V 

Input Voltage  VIN - 40 to + 6 V 

Peak Collector Current -ICM 70 mA 

Collector Current  -IC 100 mA 

Total Power Dissipation   Ptot  150 mW 

Junction Temperature Tj 150 ℃ 

Storage Temperature Range Tstg - 55 to + 150 ℃ 

 

 

Characteristics at Ta = 25℃  

Parameter Symbol Min. Typ. Max. Unit 

DC Current Gain 
at -VCE = 5 V, -IC = 5 mA 

hFE 68 - - - 

Input Current 
at -VEB = 5 V 

-IEB - - 0.88 mA 

Output Current                     
at -VCB = 50 V                  

-ICBO - - 0.5 μA 

Input Voltage (OFF) 
at -VCC = 5 V, -IC = 100 µA 

-VI(OFF) - - 0.3 V 

Input Voltage (ON) 
at -VO = 0.3 V, -IO = 1 mA 

-VI(ON) 1.4 - - V 

Output Voltage (ON) 
at -IO = 5 mA, -II = 0.25 mA 

-VO(ON) - - 0.3 V 

Gain Bandwidth Product 
  at -VCE = 10 mA, IE = 5 mA, f = 100 MHz 

fT - 250 - MHz 

Input Resistance R1 7 10 13 KΩ 

Resistance Ratio R1/R2 3.7 4.7 5.7 - 

 

 

1. Emitter 2. Base 3. Collector 
4. Emitter 5. Base 6. Collector 

SOT-363 Plastic Package 
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Output Current : IO (A) 
Figure 1. DC current gain vs. output current 
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Output Current : IO (A) 
Figure 2. Output voltage vs. output current 
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Input Voltage : VI (off) (V) 
Figure 3. Output current vs. input voltage (OFFcharacteristics) 
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Output Current : IO (A) 
Figure 4. Input voltage vs. output current (ON characteristics) 
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Package Outline Dimensions (Units: mm)                                                   SOT-363 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recommended Soldering Footprint 

 

 

 

 

 

 

 

 
 
 
 
 
 
Packing information 

Package 
Tape Width 

(mm) 

Pitch Reel Size 
Per Reel Packing Quantity 

mm inch mm inch 

SOT-363 8 4 ± 0.1 0.157 ± 0.004 178 7 3,000 
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