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Surface Mount Schottky Barrier Rectifier 
Switching Type Power Supply Applications 

 

 

Features 

• For Use in Low Voltage, High Frequency inverters,  

 Free Wheeling, and Polarity Protection Applications 

• Halogen and Antimony Free(HAF), RoHS compliant 

 

 

 

Application 

• Switching Power Supply 

• Reversed Battery Connection Protection 

• DC/DC Converter 

• Cellular Phones 

 

 
 

Absolute Maximum Ratings (Ta = 25℃) 

Parameter Symbol Value Unit 

  Peak Repetitive Reverse Voltage VRRM 30 V 

  Average Rectified Output Current IF(AV) 1.0 A 

  Non-Repetitive Peak Forward Surge Current (8.3 ms) IFSM 22 A 

  Operating Temperature Range Tj - 55 to + 150 ℃ 

  Storage Temperature Range Tstg - 55 to + 150 ℃ 

 

 

 

Characteristics at Ta = 25℃ 

Parameter Symbol Max. Unit 

  Peak Forward Voltage 
   at IF = 1 A 

VF 0.42 V 

  Repetitive Peak Reverse Current 
   at VR = 30 V 

IR 50 μA 
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PACKAGE OUTLINE 
 
Plastic surface mounted package; 2 leads                                             SOD-123FL 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 
UNIT A B C D E F G HE 

mm 
1.08 0.1 0.2 2.9 1.9 1.1 0.9 3.9 
0.88 0 0.1 2.6 1.7 0.8 0.7 3.5 
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